Manufacturer: Eaton Phoenixtec MMPL Co., Ltd.

Model #: PV238 (240Vac)

Rated Maximum Continuous Output Power: 3.71 kW Night Tare Loss: 0.06 W
Vmin: 250 Vdc Vnom: 360 Vdc Vmax: 450 Vdc
Power Level (%; kW)
10% 20% 30% 50% 75% 100%
Input Voltage (Vdc) | 0.37  0.74 1.11 1.86 2.78  3.71 Witd
Vmin 250 92.0 95.1 96.3 97.0 97.0 96.9 96.6
Vnom 360 941 965 974 973 97.1 97.7 97.1
Vmax 450 92.3 95.8  96.9 975 976 97.6 97.2
CEC Efficiency = 97.0%
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Equipment Used:
Asseti# Description Mfg Model Cal Date Cal Due
EC0268 Power Analyzer N4L PPA2630 Feb. 8, 2010 Feb. 7, 2011
EC0233 Hybrid Recorder YOKOGAWA DR 230 Nov. 4, 2009 Nov. 3, 2010
EC0229 Humidity Chamber |TERCHY MHU-800LSA  [Jul. 9, 2010 Jul. 8, 2011

Test Engineer:Alan Weng Date:Oct. 12-13, 2010



